
NEPTUNE LS  1000-5000VA
Microprocessor Servo Stabilizer/AVR

Microprocessor Control:

Advanced Digital controlled technology 

enable Stabilizer/AVR more stable performance

and with better quality.

LCD Display:

Digital LCD display Input voltage Output voltage,

Output current and working status with

stabilizer.

Stabilizer/AVR:

Automatic voltage stabilizer/AVR

when the input under voltage, over voltage, 

surge, drift and swell. 

Features

� Automatic Voltage Stabilizer/AVR

� Advanced Digital Microprocessor Control

� Input Voltage Range 220Vac (140-260Vac)

� Output Regulation 220Vac +/-1/3%(Selectable)

� Output Over&Under Voltage Protection 

� LCD display friendly function

� LCD display Input  voltage, Output Voltage,

 Load current and Working Status

� Short Circuit &Over Load Protection

� Selectable Output Delay Function  6/180 ms 

� Built-in Toroid Transformer CRGO.  

� High Efficiency Stabilizer >98%(CRGO)

� EMI & RFI Noise Filter -60dB  

� Surge, Spike and Lightning Protection 

 165 Joules (IC=6500A)

� National Output Plug / Terminal (3000-5000VA)

� CE Certificate LVD: EN60950, EMC:EN55024

� ISO9001 / ISO14001 Manufacturer Certificate

Application
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Servo Motor Control:

Control output voltage  220V ±1%

AVR

EN - 60950

EN - 55024
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